
Installation Procedure 
Step 1：Click on setup.exe, starting installation process. 

 

 

 

 

Step 2：Input user information 

 



 

Step3：Select installation folder, suggest not to change to different folder if no special request. 

 

 

Step4：Installation is in progressing. 

 

 

 

 



Step 5：Installation finished. 

 

 

 

 

 

 

While starting the ASDA-Soft for the first time, a window like below will pop up to 

request the user to install the new USB communication driver if the driver had not 

yet been installed or is an old version.  Click on YES to continue. 

 
 

Step1： 

Reminding message, click on YES to continue.  

 



Step2：Click on Next to start the installation process. 

 

 

 

 

 

Step 3：License agreement, choose Accept and click on Next to continue. 

 

 



Step 4：Choose destination location. Suggest not to change to different folder if no special 

request. 

 

 

 

Step 5：Click on Install to start installation process. 



 

 

 

 

 

Step 6：After done, check the box of ”Launch the CP210x VCP Driver Installer”  

       and click on Finish for next steps. 

 

 



Step 7：Choose installation location. 

 
 

Step 8：The installation process is scanning for other USB versions in your system,  

       please wait for the process done. 

 
 

 

Step 9：If the installation process found the old version USB drivers in your system,  

     a window will pop up to ask if you want to remove the old versions. 

       Suggest click on ”YES” to remove the old USB drivers. 

 

 

 

 

 

 

 

 



Step10：Installation finished.   

       Make sure all open files are saved and reboot the system by clicking on YES. 

 

 

 

 


