| nstallation Procedure

Step 1: Click on setup.exe, starting installation process.
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A3DA Eoft V406.01 ms bdemerge ind Diata.Cah tntnsa, exe

@

wiup.ind

InztallShield Wizard

AS0A_Soft VW4 .06.01 Setup iz preparing the InstallShield wizard
vahich will guide you through the program setup procesz. Please
T

Checking Operating System Yersion

Cancel

Step 2: Input user information

i@ ASDA_Soft ¥4.06.01 - InstallShield Wizard

Customer Information

Please enter your infarmation,

User Mame:

Qrganizakion:
|-:Ie|ta

Inskall this application Far:

(%) anvyone who uses this computer (all users)

) only For me {albert.tseng)

InstallShield

< Back ” Mext = ] [ Cancel




Step3 Select installation folder, suggest not to chamgaifferent folder if no special request.

i@ ASDA_Soft ¥4.06.01 - InstallShield Wizard

Destination Folder

Click Wext ko inskall ko this Folder, ar click Change ko install to a different Folder,

G Install As0a_Soft 4,068,010 to:
Zi\Program FilesiDelta Industrial Aukomationt a0 _Soft

v4,06.01)

Installshield

= Back ]| hext > | [ Cancel

Step4: Installation is in progressing.

i@ ASDA_Soft ¥4.06.01 - InstallShield Wizard

Installing ASDA_Soft ¥4.06.01

The program Feaktures you selected are being installed.

Please wait while the Installshield Wizard installs ASDd_Saoft W4,06.01, This
may take several minutes,

Status:
Walidating install

(FENANNRNNRANN RN RANNRNN RN RRNNRNNRANRR )

InstallShield

Cancel




Step 5: Installation finished.

i ASDA_Soft ¥4.06.01 - InstaliShield Wizard X

InstallShield Wizard Completed

The Installshield Wizard has successfully installed ASDw_Soft
W4.06.01, Click Finish to exit the wizard.

While starting the ASDA-Soft for thefirst time, a window like below will pop up to
request theuser toinstall the new USB communication driver if thedriver had not
yet been installed or isan old version. Click on YESto continue.

Delta ASDA-Soft [%|

¥ou have not wet installed TEEB driver for commnnication cable,
o1 the T3E driver is an old version!
It's recommended to install the version V6.3 0.0 TSE driver in o swsteiml

Do wrom weanit to install f npdate the TEE driver?

NOQD |

Stepl:

Reminding message, click on YES to continue.

Delta ASDA-Soft

A fter successfully tnstallation, the syetem may ask yon fo reboot the compter o make sure the program can work cormectly.
It's recommended. fo save all vour documents or programs immed iately!




Step2: Click on Next to start the installation process.

Silicon Laboratories CP210x ¥YCP Dnvers for Windows ZP2003 ServerfYistalf? - D_(|

Welcome to the InstallShield Wizard for Silicon
Laboratones CP210x ¥YCP Dnvers for Windows
XP/2003 Server/Vistal¥ vb.3a

The InstallShield *wizard will copy Silicon Laboratories
CP21 0% VTP Drivers for Windows $P/2002 Server/istal 7
vE.3a anto pour computer. Ta continue, click Hest,

¢ Bach uexb J [ Cancel

Step 3: License agreement, choose Accept and click on tdexdntinue.

Silicon Laboratories CE210x ¥CF Dovers for Windows ZPF2003 ServerfYistal7 - __ b_(|

License Agreement B

Pleaze read the following license agreement carefully,

EMD-USER LICENSE AGREEMENT
IMPORTAMT: READ CAREFULLY
BEFORE AGREEING TO TERMS

([

SILICON LABORATORIES IMC., SILICOM LABORATORIES INTERMATIONAL PTE.

LTD.. AND THEIR AFFILIATES [COLLECTIVELY, "SILICOM LABS") HAVE

DEVELOPED CERTAIM MATERIALS E.G., DEVELOPMENT TOOLS, ExAMPLE CODE,
EMBEDDABLE CODE. DLLs, SOFTWARE /COMPUTER PROGRAMS AND OTHER

THIRD PARTY PROPRIETARY MATERIAL) ["LICEMSED MATERIALS") THAT vOU

My USE [N COMJUNCTION WATH SILICON LABS' MCU PRODUCTS. AWY USE OF
THE LICEMSED MATERIALS 15 SUBJECT TO THIS EMD-USER LICEMSE "

ACPErLICEIT . FHIRTIIES AR LIS S T e RS T LIATE AL S S ST e

(=) accept the terms of the license agreement

(| do not accept the terms of the licenze agreement

< Back " Mewt > ][ Cancel ]




Step 4: Choose destination location. Suggest not to chemdéferent folder if no special
request.

Silicon Laboratories CE210x ¥CF Dovers for Windows ZPF2003 ServerfYistal7 - __ [5_(|

Choose Destination Location

Select folder where setup will install files.
Setup will ingtall Silicon Labaratories CP21 0% WCP Drivers for Windows #PA2003
Server/Viztal? vB.3a in the follmwing folder.

T o ingtall to thiz folder, click Mest. To inztall to a different folder, click Browse and select
another folder.

Deztination Falder

o SMCUNCP21 Dindaws_XP_S2K3 Vista_7

< Back ]UEHD |[ Cancel ]

Step 5: Click on Install to start installation process.

Silicon Laboratories CE210x ¥YCFP Dovers for Windows ZPF2003 Server/¥Yistal7 - [5_(|

Ready to Install the Program

The wizard iz ready to begin installation.

Click Inztall to begin the installation.

[f wou want ta review or change any of your installation zettings, click Back. Click Cancel to exit
the wizard,

< Back ][ Irztall |[ Canicel




Silicon Laboratories CE210x ¥CF Dovers for Windows ZPF2003 ServerfYistal7 - __ D_(|

Setup Status

The InstallShield Wizard iz instaling Silicon Laboratories CP210: WEP Drivers for Windows
#PA2003 Serveristal? vB. 3a

Cancel

Step 6: After done, check the box of'aunch the CP210x VCP Driver Installer”
and click on Finish for next steps.

Silicon Laboratories CEF210x ¥YCF Droivers for Windows ZP2003 Server/Yistal7 - Ins.__

Install5hield Wizard Complete

The InztallShield \Wizard haz successfully copied the Silicon
Laboratories CP210w WP Drivers for Windows P /2003
ServerViztad T vB. 3a to wour hard diive. The driver installer

lizted below should be executed in order ta install drivers or
Lot ok i
1= =

|
[“]:Launch the CP210= %CP Driver Indtaller.
|

Click. Finish to complete the Silicon Laboratones CP21 08 W CF
Dirivers for Windows #P/2003 ServerMistad7 wB.3a zetup.

< Back Cancel




Step 7: Choose installation location.

-Erﬂ Silicon Laboratories CPZ210x USE to TAET Bridgze Driver Installer r>_(|

Silicon Laboratories
Silican Labarataories CP210x USE ko UART Bridae

Installation Location: Driver Yersion 6.3

|C:'|,Pru:-gram FilesiSilabs\MCLACP2 1 0 |

’ hange Install Location... Install Cancel ]

Step 8: The installation process is scanning for other W8Eions in your system,
please wait for the process done.

% Driver Yersion 6.3

Please wait while system is scanned ...

hange Inskall Location... Inskall Cancel

Step 9: If the installation process found the old versioBBJdrivers in your system,
a window will pop up to ask if you want to rewe the old versions.
Suggest click on "YES” to remove the old U&MBrers.

The following conflichng drivers hawve been found, and must be removed before the installation can continue:

9
L]
\"f) LEMZ3PIn: 3R to UART Brid ze Controller
Delta AC Zervn ARDIA-A2 Series TRE Driver for TEE port
Dielta AC Zervo AEDA-A2 Fenies USE Driver for COM port
LEMZ3PIn: USE Compozite Device

Do wom, weant to remove thess now?




Stepl0: Installation finished.
Make sure all open files are saved and reth@osystem by clicking on YES.

System Setting Changed x

“Fom hiave o restart the compoter for the new settings o be effective,
. Do om, Wramt 0 restart now?

NOQD |




